
trincia per escavatori
mulcher for excavators

model ton cm A / B / C Kg

motore
engine

cc
BAR

min / max
OIL

L / min
diretta
direct

LSA3 600 2,0 - 4,0 600 845-600-390 95
11 -16 110-180

20 - 60 4

LSA3 800 2,5 - 4,0 800 1045-600-390 130 35 - 60 4

LSA3 1000 3,5 - 6,0 1000 1245-600-390 190 16 - 22
110 - 220

40 - 60 4

LSA3 1200 4,0 - 7,0 1200 1445-600-390 220 16 - 27 40 - 70 4

Testata Trinciante adatta ad escavatori da 2 a 7 Tonn. Dotata di doppia 
cassa interna per un’ottima resistenza all’usura, piedi registrabili che 
consentono la regolazione dell’altezza del taglio. Ideale per il taglio di 
Erba, Arbusti, Canneti Rovi etc fino a un diametro di 8cm.

Mulcher for Excavators from 2 to 7 Tonn. Equipped with a double internal 
casing for excellent wear resistance and adjustable skids to regulate 
cutting height. Ideal for cutting grass, shrubs, reeds, brambles, etc., up 
to a diameter of 8 cm.

caratteristiche
characteristics
•	 Rotori, mazze o coltelli, intercambiabili.
•	 Supporti rotore con cuscinetti orientabili e lubrificazione interna
•	 Trasmissione idraulica diretta di nuova generazione motori 

con elevata resistenza alle contropressione, valvola antiurto, 
anticavitazione con compensatore di portata evitando l’utilizzo 
della linea di drenaggio.

•	 Interchangeable rotors with flails or blades.
•	 Rotor supports with self-aligning bearings and internal lubrication.
•	 Direct-drive hydraulic transmission (latest generation), with 

motors designed for high resistance to back pressure, equipped 
with shock relief valve, anti-cavitation valve, and flow regulator, 
eliminating the need for a drainage line.

LSA3

optional
rullo appoggio
feeler roller

protezione
protection

autolivellente
self-levelling

LSA3 600 pcs. 24 pcs. 8
LSA3 800 pcs. 32 pcs. 12
LSA3 1000 pcs. 32 pcs. 16
LSA3 1200 pcs. 40 pcs. 20
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