
trincia per escavatori
mulcher for excavators

model ton cm A / B / C Kg

motore
engine

cc
BAR

min / max
OIL

L / min
cinghie
3 belt

LSR5 600
6,0 – 10,0

600 845-600-370 480 22 - 27
170 - 250

50 - 90 4

LSR5 800 1000 1045-600-370 550 27 - 44 60 - 90 4

LSR5
sportello idr. POST.
REAR hydraulic door

Testata Trinciante adatta ad escavatori da 5 a 12 Ton.Macchina 
reversibile; estremamente versatile e potente, dotata di doppia cassa 
interna in STRENX per un’ottima resistenza all’usura e piedi registrabili 
che ne consentono la regolazione dell’altezza di lavoro. Dotata, di serie, 
di cofani con ad ampia apertura, a richiesta idraulici.

Mulcher for Excavators from 5 to 12 Tonn. Reversible machine Extremely 
versatile and powerful, equipped with a double internal casing made of 
STRENX steel for wear resistance, and adjustable skids for setting the 
working height.

caratteristiche
characteristics
•	 ampia gamma di rotori elicoidali a mazze, mazze a scomparsa 

semifo-restali e rotori forestali a denti fissi.
•	 supporti rotore con cuscinetti orientabili e lubrificazione interna
•	 trasmissione idraulica a cinghie con motori in ghisa che per-

mettono una eleva-ta resistenza alle contropressioni, valvola 
dedicata antiurto, anticavitazione con compensatore di portata.

•	 Aggancio all’escavatore regolabile.

•	 Wide range of helical rotors: flail rotors, semi-forestry retractable 
flails, and fixed-tooth forestry rotors.

•	 Rotor supports with self-aligning bearings and internal lubrication.
•	 Belt-driven hydraulic transmission with cast iron motors desig-

ned for high resistance to back pressure, equipped with dedica-
ted shock relief valve, anti-cavitation valve, and flow regulator.

•	 Adjustable excavator mounting bracket.

optional
rullo appoggio
feeler roller

autolivellente
self-levelling

valvola bi-direzionale
bi-direzional valve

ralla girevole
rotation device

sportello idr. POST.
REAR hydr. door

LSR5 800 pcs. 12 pcs. 16 pcs. 16
LSR5 1000 pcs. 20 pcs. 20 pcs. 20

a scomparsa
disappearing

23


