
trincia per escavatori
mulcher for excavators

sportello idr. POST.
REAR hydraulic door

model ton cm A / B / C Kg

motore
engine

cc
BAR

min / max
OIL

L / min
cinghie
1 belt

LSR7 1300 18,0 – 25,0 1350 1900-960-800 1250 32 - 64
180 - 250 120 - 200

4

LSR7 1600 20,0 – 35,0 1650 2185-960-800 1650 62 - 64 4

Testata Trinciante adatta ad escavatori da 18 a 35 Ton. Macchina 
reversibile ed estremamente versatile e potente, dotata di doppia cassa 
interna in STRENX per un’ottima resistenza all’usura. Piedi registrabili 
che ne consentono la regolazione dell’altezza di lavoro. Dotata, di serie, 
di cofani ad ampia apertura combinati meccanico- idraulico.

Mulcher for Excavators from 18 to 35 Tonn. Reversible, extremely 
versatile and powerful machine, equipped with a double internal casing 
made of STRENX steel for excellent wear resistance. Adjustable skids 
allow precise regulation of the working height. Standard equipped with 
wide-opening hoods with combined mechanical-hydraulic operation.

caratteristiche
characteristics
•	 Rotori elicoidali a mazze, mazze a scomparsa semiforestali e 

forestali a denti fissi.
•	 Ideale per la lavorazione su strocchi di medie e grosse dimen-

sioni, tronchi di medie dimensioni e piccoli ceppi.
•	 Supporti rotore con cuscinetti orientabili e lubrificazione interna.
•	 Trasmissione idraulica mono cinghia HTD, motori a pistoni in 

ghisa per una elevata coppia e resistenza, valvola antiurto, 
anticavitazione con compensatore di portata.

•	 Aggancio all’escavatore regolabile.

•	 Helical rotors with hammers, semi-forestry retractable hammers 
and forestry hammers with fixed teeth.

•	 Ideal for processing medium to large-sized shoots, medium-
sized logs, and small stumps.

•	 Rotor supports with self-aligning bearings and internal lubricatio.
•	 HTD single-belt hydraulic transmission, cast iron piston motors 

for high torque and resistance, anti-shock valve, anticavitation 
with flow compensator.

•	 Adjustable excavator mounting bracket.

LSR7

optional
rullo appoggio
feeler roller

autolivellente
self-levelling

valvola bi-direzionale
bi-direzional valve

ralla girevole
rotation device

LSR7 1300 pcs. 24 pcs. 32 pcs. 32
LSR7 1600 pcs. 32 pcs. 40 pcs. 40

a scomparsa
disappearing

25


